


REV A - 05 May 08 - RLD - REVISE FOR 5' X 66' CAMEL OPTION
REV B - 06 Jun 08 - RLD - REVISE FOR 4'-6" WIDTH

4 ! REV C - 16 Jul 08 - RLD - ADDED UHMW STRIPS
B REV D - 17 Jul 08 - RLD - GENERAL REVISIONS - FOR APPROVAL
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FIELD INSTALLATION. CAMEL UNIT WT. = APPROX. 25500 LBS
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NOTES:

1. UNIT WEIGHT INCLUDES TIMBERS AND HARDWARE ONLY,

AND IS APPROXIMATE DUE TO NORMAL MATERIAL VARIATION.
FREEBOARD SHOWN IS BASED ON THE NOMINAL UNIT WEIGHT.

2. ALL DIMENSIONS AND ELEVATIONS TO BE VERIFIED BY THE
CUSTOMER.

3. CAMEL NET BUOYANCY AND STABILITY IS NOT DESIGNED
FOR ADDITIONAL LIVE LOAD, PERSONEL OR MATERIALS.

4. CAMELS ARE INTENDED FOR VESSEL STANDOFF AND ARE
DESIGNED FOR MOORING LOADS DUE TO NORMAL WIND OR
CURRENT ON THE VESSEL ONLY. CAMELS ARE NOT DESIGNED
FOR IMPACT DUE TO VESSEL BERTHING. MOORING ANALYSIS,
AND THE EVALUATION OF ANY ABNORMAL WIND OR WAVE
LOADING, IS THE RESPONSIBILITY OF THE CUSTOMER.

5. ANY MODIFICATIONS OR REPAIRS TO THE CAMEL SHOWN
MUST BE APPROVED IN WRITING BY VHSI.

LIFTING DIAGRAM

NOTE: EYEBOLTS ARE DESIGNED FOR A LIFT ANGLE
90° TO THE CAMEL AS SHOWN. LIFT ANGLES LESS
THAN 90° WILL NEED TO BE EVALUATED BY VHSI.
FOR ALTERNATIVE LIFTING PATTERNS, CONTACT VHSL.

[ET PLAN AND PROCEDURE IS THE

RESPONSIBILITY OF THE CUSTOMERI

CAMEL UNIT WT. = APPROX. 256500 LBS

SPECIAL NOTE:

EYEBOLTS EXPOSED TO A MARINE
ENVIRONMENT FOR ANY SIGNIFICANT
LENGTH OF TIME MAY SUFFER CORROSION.
IF EYEBOLTS ARE TO BE REUSED FOR LIFTING,
VHSI RECOMMENDS STORING THEM
INDOORS AND REINSTALLING ONLY FOR
LIFTS. REPLACE EYEBOLTS IF ANY DAMAGE
IS EVIDENT.




